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1/4" RECESSED 
TOP OF SIDEWALK 

4" FOR RESIDENTIAL AREAS 
OR 

5" FOR COMMERCIAL AREAS 
WITH 6X6X10/10 GALVANIZED 
OR EPOXY COATED 

.?·,:Lt ?-�· t·•'··:.:;t·f ··.1·�5·::·<:··�;:1:;:'.••:::•� 
-+--w1RE MESH

:.�:;_:�:,· -�-: ),;;.f,·'.:· .. >:· .. }:;_:�:,· .'.4'..· 

:�:": ;.-i: _:._.\.-:.�: : .. ::-:,.:·:/·j:_ : .. i: ?./ 
1/2" JOINT FILLER 

. -.:�:-, .' _.-::•: :: -�>?- X .. : .' _.-i :· -��-:?¼;·, .' _.·::•: � _: ":-:.�,
WIRE MESH FOR 
COMMERCIAL AREAS ONLY 

SECTION B-B 

SIDEWALK JOINT FILLER 
N.T.S. 
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4' MIN. LANDING AREA 
CROSS SLOPE 2% MAX. 
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"2'-0" WIDE MIN. X 4'-0" LONG MIN. (TYP.) 
CAST IN PLACE DETECTABLE WARNING SURFACE 
SEE NOTE 10 

4' MIN. LANDING AREA 
CROSS SLOPE 2% MAX. 

CURB RAMPS 

24" SWL @24" SPACING (TYP.) 

w = y 
h1 = w/12 
z = (h-h1) 24 or (h+h1) 12 
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9"X20" CURB 

CAST IN PLACE DETECTABLE WARNING SURFACE 
SEE NOTE 10 RAMPS TO BE INSTALLED AND CONSTRUCTED IN ACCORDANCE WITH THE "BARRIER FREE 

DESIGN REGULATIONS" AS ADOPTED BY THE STATE OF NEW JERSEY AND AS MAY BE AMENDED. 

1/2" PREFORMED JOINT FILLER IN 
CURB @ 10'-0" MAX SPACING 

_/ 
A 

24" SWL@ 24" SPACING (TYP.) 

SINGLE HANDICAPPED RAMPS & CROSS WALK DETAIL DOUBLE HANDICAPPED RAMPS & CROSS WALK DETAIL 
(OFFSET FROM SIDEWALK EXP. JOINTS-SEE NOTE 3) (SEE DETAIL "A") (SEE DETAIL "B") 

PLAN 

TYPICAL CONCRETE 

1/2" PREFORMED JOINT FILLER (TYP.) ___ 4" 

PAVEMENT SURFACE 

SIDEWALK 

SLOPE 
2% (1/4" PER FOOT) 

-·
� SIDEWALK

l 
f(j'.?>�:i'.i::'{(;,;(�/i'Jf;i::�:; 

3: 
cj 

TRUNCATED DOME (T.D.) 
BRICK RED COLOR 

1/2" EXPANSION JOINT 
(OMIT IN FRONT OF DETECTABLE 

WARNING SURFACE) 

SIDEWALK 

a. z ::, 0 z <( i= - "'< ::, w • "' z 
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CURB RAMP CURB 
'MOTH 4' -0" MIN. 

DIRECTION OF TRAVEL o o o o o
i
o o o oo 
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1.6" MIN. TO 2.4" MAX. 
CENTER TO CENTER 
T.D. SPACING

PLAN VIEW 

0.65" MIN. 
BASE TO BASE 
T.D. SPACING 

GUTTE 
LINE 

RAMP 

LOCATE RAMP THIS SIDE 
OF PROPERTY LINE

I .\/1/ ij'.-

SIDEWALK 

DETAIL "A" 

GUTTER 
LINE 

SEE DROPPED CURB 
AND CRADLE DETAIL 

ON SHEET 8.10 

RAMP AT GUTTER 
LINE TO BE 
FLUSH W/PAV'T. 

4' MIN. SIDEWALK 

i:c:�
RIABLE LANDING AREA 

JRB RAMP I 
i:\2. lJ,AX- _. �2% MAX. 

� �- . .. . •.•. .,. ;. ··__:J 

CAST IN PLACE DETECTABLE 
WARNING SURF ACE 
SEE NOTE 10 ON DETAIL 8.12 

SECTION THROUGH RAMP 

GUTTER 
LINE 

CURB 
RAMP 

LOCATE RAMP THIS SIDE 
OF PROPERTY LINE 
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DETAIL "B" 

GUTTER 
LINE 
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•::;�::} AIR ENTRAINED 
CLASS "B" CONCRETE 

r--/4 
0.45" MIN. TO 0.90" MAX. 
TOP DIAMETER 

FOR DOUBLE AND SINGLE RAMPS 
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ROAD PAVEMENT 

I 
EXISTING HMA SURFACE 
COURSE, VARIABLE 
THICKNESS 

SECTION 
N.T.S. 

8" HMA 12.5M64 BASE COURSE 
CONSTRUCTED IN 2 - 4" LAYERS 

9"X20" VERTICAL 
CONC. CURBING 
(SEE DETAIL 2) 

A-A

2% 

.l{;;.�t�ffj/!i>� 

1/2" PREFORMED JOINT FILLER (TYP.) � 

2" HMA 9.5M64 SURFACE COURSE 

114' R 

TACK 
COAT -, a. 

to 1 f:_ 

9" 
8" 

I>. 
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1/2" PREFORMED BITUMINOUS JOINT FILLER 
_,;- -- -

% 
I>. 

· <J .. 4" CONCRETE SIDEWALK
<J.·�� 

ooo 

1/4" RECESS 

RIGID 

STRUCTURE 

1 1 /2" 

TRUNCATED DOME (T.D.) 

TOP OF SIDEWALK 

TRUNCATED DOME DETAIL 

0.20" 

0.90" MIN. TO 1.4" MAX. 
BASE DIAMETER 

DETECTABLE WARNING SURFACE DETAIL 
NOT TO SCALE 

4' -o"

6" OR 8" 
DRIVEWAY -----,_

VARIES 

CLASS B ::-7 SEE I C'QNST. PLAN
CONCRETE I '\._ 2% SLOPE 

w 
z 
_J 

:i 
0 
O'.'.EXISTING HMA OR 

CONCRETE OR 
COBBLESTONE BASE 
COURSE VARIABLE 
THICKNESS 

FINISHED PVT. ... 
DENSE GRADED AGGREGATE 
SUB BASE OR SUB GRADE 
8"THICK 

FULL DEPTH SAWCUT EXCEPT 
FOR COBBLE STONE 

1'-6" MAX. 
PAVEMENT REPAIR STRIP• 

9" 

12" MIN. 

DETAIL 2 

TYPICAL 9"X20" 

�i------ COAT CURB WITH A UNIFORM
COATING OF POLYMERIZED 
JOINT ADHESIVE 

�---AIR ENTRAINED CLASS "B" CONC. 

• FOR COBBLESTONE ROADWAY, REDUCE
PAVEMENT REPAIR STRIP WIDTH TO 1'-0"'
AND INSTALL CLASS B CONCRETE FILL
IN LIEU OF HMA 19H64 BASE COURSE.

VERTICAL CONCRETE 
CURBINGLPAVEMENT REPAIR 

N.T.S. 
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SEE CURB DETAIL �•-J__l 6" X 6"X 10/10 WIRE MESH 
GALVANIZED OR EPOXY COATED
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SECTION C-C 

EXIST. SUBGRADE OR D.G.A. 
BASE COURSE 

'-----1/2" PREFORMED JOINT FILLER 

TYPICAL 9"x 20" CONCRETE VERTICAL 

CURB/DRIVEWAY DETAIL 
N.T.S. 

AL 9"X20" VERTIC. 
CONG. CURB 

i�� TOP OF CU 

,• 

.• 

.. .. 
'20: . . -

N.T.S. 

HOT POURED RUBBER-ASPHALT 

PROPOSED CURB 
ROADWAY \ 

JOINT SEALER 

PREFORMED EXPANSION JOINT 
FILLER "\ 0 [. ·. · : -· ·.-} DETECTABLE WARNING SURFACE 

f • ·: . • \ SEE DETAIL 8.11 
3• 

N --� .. 1: 41
btu.· l.. ·,. ·:· 

9"-1 -i_r--4"

4" CONC. CURB RAMP 

CONCRETE CRADLE 4" 'MDE 
(MONOLITHIC WITH CURB) 
(PAID FOR IN COST OF CURB) 

SPECIAL NOTE: IN LIEU Of THE ABOVE DETAIL, CURB AND SIDEWALK RAMP 
MAY BE POURED MONOUTI-IICALl.Y AS APPROvED BY TI-IE ENG1NEER. 

DETAIL OF DROPPED CURB & CRADLE 
N.T.S. 

PAY LIMIT FOR DRIVEWAY 

18"MAX. VARIES 18"MAX 
12" 
MIN. 

14 1/2" 
" 

. . ..... • ,; 

. ..,, ..... . . 

(SEE CONST. PLAN) 
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TYPICAL DEPRESSED CURB AND DRIVEWAY DETAIL 
N.T.S. 

CURB & SIDEWALK NOTES: 

1. ALL CURBING AND SIDEWALK SHALL BE CONSTRUCTED OF AIR
ENTRAINED CLASS B CONCRETE. (N.J.D.0.T. SPECS)

2. A 1/2" PREFORMED EXPANSION JOINT FILLER BITUMINOUS TYPE,
CONFORMING TO A.A.S.H.T.O. SPEC'S M-33 IS TO BE INSTALLED
BETWEEN THE CURBING AND CONCRETE SIDEWALK AND AT 10'
MAX. SPACING (TRANSVERSE AND LONGITUDINAL) IN THE
SIDEWALK, RECESSED 1/4" IN FROM TOP OF SIDEWALK.

3. TRANSVERSE JOINTS 1/2" WIDE SHALL BE INSTALLED IN THE
CURBING 10'-0" APART AND SHALL BE FILLED WITH PREFORMED
BITUMINOUS FILLER OF A.A.S.H.T.0. SPEC'S M-33 FLUSH WITH
THE TOP AND FACE OF CURB.

4. COST OF EXPANSION JOINTS SHALL BE INCLUDED IN THE UNIT
PRICE BID FOR SIDEWALK AND CURBING.

5. ALL SIDEWALK, CURB RAMPS AND SIDE RAMPS SHALL HAVE A
HAND BROOMED FINAL FINISH.

6. THE NORMAL PAVEMENT EDGE PROFILE SHALL BE MAINTAINED
THROUGH THE AREA OF THE CURB RAMPS. 

7. COST OF ANY DENSE GRADED AGGREGATE NEEDED FOR CURB
AND SIDEWALK CONSTRUCTION WILL BE PAID FOR UNDER THE
ITEM D.G.A ..

8. CONCRETE CURB SHALL NOT BE CONSTRUCTED FROM
NOVEMBER 1 TO MARCH 15 UNLESS WRITTEN APPROVAL IS
RECEIVED FROM THE ENGINEER.

9. IMMEDIATELY AFTER THE CONCRETE HAS BEEN FINISHED, THE
CONTRACTOR SHALL APPLY A COMPLETE UNIFORM COAT OF
CURING COMPOUND AT A RATE OF NOT LESS THAN ONE (1)
GALLON PER 200 SQUARE FEET.

10. DETECTABLE WARNING SURFACE SHALL BE "ARMOR-TILE" TAC
TILE SYSTEMS AS MANUFACTURED BY ENGINEERED PLASTICS
INC.,WILLIAMSVILLE, NEW YORK, TELEPHONE NO. 1-800-682-2525
OR APPROVED EQUIVALENT. TACTILE TILE SIZE SHALL BE A MINIMUM
OF 24"X48"AND SHALL BE A BRICK RED COLOR. DETECTABLE
WARNING SURFACES SHALL BE INSTALLED ACCORDING TO THE
CORRESPONDING CONSTRUCTION DETAILS SHOWN ON THE
PLANS, THE MANUFACTURER'S RECOMMENDATION AND
ACCORDING TO SUBSECTION 607.06 SUBPART 5 DETECTABLE
WARNING SURFACES OF THE NJDOT STANDARD SPECIFICATIONS
AS AMENDED BY JERSEY CITY SUPPLEMENTARY SPECIFICATIONS.

11. ALL TRAFFIC STRIPES AND MARKINGS SHALL BE LONG-LIFE,
THERMOPLASTIC IN ACCORDANCE WITH SECTION 618 - TRAFFIC
STRIPES AND MARKINGS OF THE NJDOT STANDARD SPECIFICATIONSa:: t-- � 
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AS AMENDED BY JERSEY CITY SUPPLEMENTARY SPECIFICATIONS.
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